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 	What is the difference between ASTM A890 and A995?
ASTMA890 and ASTM A995 are cast duplex stainless steels but vary in alloy composition.
ASTM A890 is a higher alloy material that contains more molybdenum and nickel.
Its composition results in improved resistance to corrosion compared to A995.

	Duplex stainless steel is an alloy with a two-phase metallurgical structure consisting of austenite and ferrite in almost equal parts.
The content composition of duplex steel has a higher level of chromium and molybdenum, lower nickel and a percentage of nitrogen between 0.05 to 0.50%.


	What is ASTM A890 Grade 1B equivalent to?
ASTM A890 CD4MCuN or Grade 1B is the nearest equivalent grade to the wrought super duplex stainless steel Ferralium 255 or UNS S32550.
It is also designated as ASTM A995 and ASME SA351/995 grade CD4MCuN or 1B, also written as J93372 or X2 CrNiMoCuN 25-6-3.

	What is ASTM A890?
A: ASTM A890 "Castings, Iron-Chromium-Nickel-Molybdenum Corrosion Resistant, Duplex (Austenite-Ferrite) for General Application" was released in 1988, the first ASTM standard that covered the modern duplex stainless-steel casting grades.16 avr. 2008




 

 2 oct. 2018 · This specification covers castings, iron-chromium-nickel-molybdenum corrosion-resistant, duplex(austenitic/ferritic) for general application  Autres questions 

  


	

	






  



		
	
	PDF	
	   
	   Castings Iron-Chromium-Nickel-Molybdenum Corrosion- Resistant	   
	   Last previous edition A 890/A 890M – 98. 2 Annual Book of ASTM Standards Vol 01.03. 3 Annual Book of ASTM Standards


	


	



	PDF	
	   
	   Cast materials	   
	   Molybdenum improves general corrosion resistance. Super du- plex steels. J0267. 4T /. P5M (3. ASTM A890 Grade 5A. EN 


	


	



	PDF	
	   
	   Material - ASTM A890 4A	   
	   Sub Group - ASTM A890 / A890M Iron-Chromium-Nickel-Molybdenum Corrosion-Resistant Duplex. (Austenitic/Ferritic) for General Application. Application 


	


	



	PDF	
	   
	   Material - ASTM A890 3A	   
	   Sub Group - ASTM A890 / A890M Iron-Chromium-Nickel-Molybdenum Corrosion-Resistant Duplex. (Austenitic/Ferritic) for General Application. Application 


	


	



	PDF	
	   
	   Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex	   
	   2017. 9. 26.  Thus the corrosion behavior of ASTM A890/A 890M GR 5A super duplex stainless steels (SDSS) has been investigated in aqueous. 60


	


	



	PDF	
	   
	   Material - ASTM A890 5A	   
	   Sub Group - ASTM A890 / A890M Iron-Chromium-Nickel-Molybdenum Corrosion-Resistant Duplex. (Austenitic/Ferritic) for General Application. Application 


	


	



	PDF	
	   
	   Material - ASTM A890 CD4MCuN	   
	   Sub Group - ASTM A890 / A890M Iron-Chromium-Nickel-Molybdenum Corrosion-Resistant Duplex. (Austenitic/Ferritic) for General Application. Application 


	


	



	PDF	
	   
	   Material - ASTM A890 CE3MN	   
	   Sub Group - ASTM A890 / A890M Iron-Chromium-Nickel-Molybdenum Corrosion-Resistant Duplex. (Austenitic/Ferritic) for General Application. Application 


	


	



	PDF	
	   
	   Material - ASTM A890 1B	   
	   Sub Group - ASTM A890 / A890M Iron-Chromium-Nickel-Molybdenum Corrosion-Resistant Duplex. (Austenitic/Ferritic) for General Application. Application 


	


	



	PDF	
	   
	   Material - ASTM A890 CD3MWCuN	   
	   Sub Group - ASTM A890 / A890M Iron-Chromium-Nickel-Molybdenum Corrosion-Resistant Duplex. (Austenitic/Ferritic) for General Application. Application 


	


	



	PDF	
	   
	   Cast materials	   
	   Duplex steels. (austenitic- ferritic). J0265. 41. ASTM A890 Grade 3A. (1.4468) max. 0.06 24.0-27.0. 4.0-6.0. 1.75-2.5. 0.15-0.25. 655. 450. 25.

	








	PDF	
	   
	   Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex	   
	   Muh. 6 1439 AH  Thus

	








	PDF	
	   
	   METALLURGICAL EVALUATION OF CAST DUPLEX STAINLESS	   
	   ASTM A890-5A material into the ASTM A923. In volume 1 selected grades of Duplex Stainless Steel castings and their welds in.

	








	PDF	
	   
	   Casting-Material-duplex-stainless-steel-CD4MCuN-1B.pdf	   
	   Reference Casting Standards and others?. ASTM A890/890M Standard Specification for Castings. Iron-Chromium-Nickel-Molybdenum Corrosion-Resistant

	








	PDF	
	   
	   Mechanical behaviour of ASTM A890 GR6A super duplex stainless	   
	   

	








	PDF	
	   
	   Duplex stainless steel CD6MN (3A UNS J93371)	   
	   Reference Casting Standards and others?. ASTM A890/890M Standard Specification for Castings. Iron-Chromium-Nickel-Molybdenum Corrosion-Resistant

	








	PDF	
	   
	   Corrosion Resistance of Cu-Alloyed Precipitation Hardenable	   
	   Rab. I 27 1440 AH  cast copper alloyed DSS type ASTM A890 grade 1B with 3.01%Cu was investigated. Different levels of hardness were produced by solution ...

	








	PDF	
	   
	   Casting Material DUPLEX STAINLESS STEEL CE3MN(SS2507)	   
	   Casting Material Standard: ASTM A890 and ASTM A995 Grade 5A; Type 25Cr-7Ni-Mo-N; Casting UNS. J93404; ACI CE3MN;. Other similar Metal grade in different 

	








	PDF	
	   
	   Sulzer Pumps for Beet Sugar Applications	   
	   Dhu?l-Q. 2 1422 AH  ï ASTM A890 3A corrosion and wear resistant duplex stainless steel material ï unique dynamic shaft seal. For juices containing gases.

	








	PDF	
	   
	   WELDING CONSUMABLES FOR DUPLEX AND SUPERDUPLEX	   
	   generally in accordance with the requirements of ASTM A890 [4]. In other cases different test pieces were produced for the as-welded and post weld heat 

	







	

	
		





			
				





	
	


			Share  on Facebook
Share on Whatsapp



 
 
	














 
	
				





		
		
			
			

			

			









	

	
Choose PDF


More..







 
  
	
				





		
		
			
			

			
			
			
			

			

			

			

			

			

 
	
				





		
		
			
			

			

			
   


	




	
	

		
 















 
 



	PDF	
	   
	   Heat Treatment Effects on ASTM A890/A 890M GR 5A  - SciELO	   
	   26 sept  2017 · of ASTM A890/A 890M GR 5A super duplex stainless steels (SDSS) has been investigated in aqueous  60,000 ppm NaCl solution by several 

	   
	






	PDF	
	   
	   Duplex stainless use is expanding in valves and pumps	   
	   ASTM A890-5A, ASTM A995-5A  (1 4410, Alloy 2507)  Super duplex  Used in a wide range of process industries to resist chloride corrosion  Good resistance to 

	   
	






	PDF	
	   
	   220S Duplex Stainless Steel - Corrosion Resistant Products	   
	   Specifications  The 2205 alloy is available in various product forms: Bar  ASTM A276 or A479 grade S31803  Castings  ASTM A890 grade 4A  Tube  ASTM A789

	   
	





	


	PDF	
	   
	   Duplex stainless steel CD6MN (3A, UNS J93371) - Sand Casting	   
	   CD6MN (3A, UNS J93371) is casting duplex stainless steel (austenitic/ferritic) in ASTM A995 and ASTM  A890  The duplex stainless steel alloys offer a 

	   
	






	PDF	
	   
	   CD4MCuN - Wilfley	   
	   Average  Hardness  Minimum  Tensile Strength  Minimum  Yield Strength  Minimum  Elongation  ASTM A890  Grade 1B  245 - 265 HBN  100,000 psi  (689 MPa)

	   
	






	PDF	
	   
	   Selecting Correct Valve/Pump Depends on Right  - Nickel Institute	   
	   2  Duplex Grades  ASTM A890 3A, become standard for washers, vats and lent corrosion resistance of these highly  CD-6MN, cast duplex stainless steel has

	   
	




 
	

	
	

		
		
				
		
		
		
		
		astm a995 gr 5a
astm e112
astm e3   11(2017) pdf
astm e3 pdf download
astm e3 pdf español
astm e3 pdf free
astm e340
astm e407
	




	
	














    		



PDFprof.com Search Engine







Images may be subject to copyright Report CopyRight Claim 



			


  
  
 
    


	

        
      
 
   
	  	  

		  

		  
		  Next Images >
		    

					  Next Images >
























		  



	

× Close 



            






	  






 
    		


		    
[image: ASTM A890-A890M-12_COPY ]
 ASTM A890-A890M-12_COPY 



    		


		    
[image: PDF) A890PDF ]
 PDF) A890PDF 



    		


		    
[image: ASTM A890 ]
 ASTM A890 



    		


		    
[image: ASTM A890/A890M-13 - Standard Specification for Castings  Iron ]
 ASTM A890/A890M-13 - Standard Specification for Castings  Iron 



    		


		    
[image: ASTM A890/A890M-12a - Standard Specification for Castings  Iron ]
 ASTM A890/A890M-12a - Standard Specification for Castings  Iron 



    		


		    
[image: ASTM A890 ]
 ASTM A890 



    		


		    
[image: ASTM A890/A890M-10 - Standard Specification for Castings  Iron ]
 ASTM A890/A890M-10 - Standard Specification for Castings  Iron 



    		


		    
[image: ASTM A890 (2018) ]
 ASTM A890 (2018) 



    		


		    
[image: ASTM A890/A890M-18a Red - Standard Specification for Castings ]
 ASTM A890/A890M-18a Red - Standard Specification for Castings 



    		


		    
[image: ASTM A 890/A 890M - 12a Standard Specification for Castings  Iron ]
 ASTM A 890/A 890M - 12a Standard Specification for Castings  Iron 



    		


		    
[image: PDF) Heat treatment temperature influence on ASTM A890 GR 6A super ]
 PDF) Heat treatment temperature influence on ASTM A890 GR 6A super 



    		


		    
[image: PDF) Heat treatment temperature influence on ASTM A890 GR 6A super ]
 PDF) Heat treatment temperature influence on ASTM A890 GR 6A super 



    		


		    
[image: ASTM A890/A890M-18a]
 ASTM A890/A890M-18a



    		


		    
[image: PDF) Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex ]
 PDF) Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex 



    		


		    
[image: St ASTM A890/A890M-18a in English ]
 St ASTM A890/A890M-18a in English 



    		


		    
[image: ASTM A890/A890M-12 - Standard Specification for Castings  Iron ]
 ASTM A890/A890M-12 - Standard Specification for Castings  Iron 



    		


		    
[image: ASTM A890 (2018) ]
 ASTM A890 (2018) 



    		


		    
[image: PDF) Effect of aging on impact properties of ASTM A890 Grade 1C ]
 PDF) Effect of aging on impact properties of ASTM A890 Grade 1C 



    		


		    
[image: PDF) Corrosion behavior in welded joints of super duplex stainless ]
 PDF) Corrosion behavior in welded joints of super duplex stainless 



    		


		    
[image: Standard ASTM A890/A890M-18a 192018]
 Standard ASTM A890/A890M-18a 192018



    		


		    
[image: Austenitic-Ferritic (Duplex) Casting Materials material delivery ]
 Austenitic-Ferritic (Duplex) Casting Materials material delivery 



    		


		    
[image: Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex ]
 Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex 



    		


		    
[image: Microstructural Evolution Due to One Thermal Cycle in a ]
 Microstructural Evolution Due to One Thermal Cycle in a 



    		


		    
[image: Effect of Post-Weld Heat Treatment on Hardness in Superduplex ]
 Effect of Post-Weld Heat Treatment on Hardness in Superduplex 



    		


		    
[image: PDF) Corrosion Resistance of Cu-Alloyed Precipitation Hardenable ]
 PDF) Corrosion Resistance of Cu-Alloyed Precipitation Hardenable 



    		


		    
[image: ASTM A890-A890M-12_COPY ]
 ASTM A890-A890M-12_COPY 



    		


		    
[image: Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex ]
 Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex 



    		


		    
[image: Prediction of the residual state of stress in a superduplex ]
 Prediction of the residual state of stress in a superduplex 



    		


		    
[image: Download Astm Standards For Free - supportgp]
 Download Astm Standards For Free - supportgp



    		


		    
[image: PDF) EFFECT OF HEAT TREATMENT AFTER WELDING ON THE IMPACT ]
 PDF) EFFECT OF HEAT TREATMENT AFTER WELDING ON THE IMPACT 



    		


		    
[image: PDF] Microstructural Evolution Due to One Thermal Cycle in a ]
 PDF] Microstructural Evolution Due to One Thermal Cycle in a 



    		


		    
[image: Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex ]
 Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex 



    		


		    
[image: Normas Astm En Espanol Pdf Gratis - mylifefasr]
 Normas Astm En Espanol Pdf Gratis - mylifefasr



    		


		    
[image: Study on Step-Annealing Heat Treatment on Properties of Grade 6A ]
 Study on Step-Annealing Heat Treatment on Properties of Grade 6A 



    		


		    
[image: Super Duplex Stainless Steel Vic-Ball Valve 1728 - Victaulic]
 Super Duplex Stainless Steel Vic-Ball Valve 1728 - Victaulic



    		


		    
[image: Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex ]
 Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex 



    		


		    
[image: PDF] Microstructural Evolution Due to One Thermal Cycle in a ]
 PDF] Microstructural Evolution Due to One Thermal Cycle in a 



    		


		    
[image: Corrosion Resistant A890 Sulzer - [PDF Document]]
 Corrosion Resistant A890 Sulzer - [PDF Document]



    		


		    
[image: ASTM A995/A995M for Castings  Austenitic-Ferritic (Duplex ]
 ASTM A995/A995M for Castings  Austenitic-Ferritic (Duplex 



    		


		    
[image: ASTM A217/A217M-20]
 ASTM A217/A217M-20



    		


		    
[image: Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex ]
 Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex 



    		


		    
[image: PDF) Catalógo ASTM ]
 PDF) Catalógo ASTM 



    		


		    
[image: PDF) Phase Transformations on ASTM a 744 Gr CN3MN Superaustenitic ]
 PDF) Phase Transformations on ASTM a 744 Gr CN3MN Superaustenitic 



    		


		    
[image: ASTM A890 Grade J93345 datasheet ASTM A890 Grade J93345 chemical ]
 ASTM A890 Grade J93345 datasheet ASTM A890 Grade J93345 chemical 



    		


		    
[image: https://civilengco/page/564/?_nonce\u003dacf2eecbb5\u0026id\u003d14044]
 https://civilengco/page/564/?_nonce\u003dacf2eecbb5\u0026id\u003d14044



    		


		    
[image: ASTM A890-A890M-12_COPY ]
 ASTM A890-A890M-12_COPY 



    		


		    
[image: ASTM A890 Gr2A datasheet ASTM A890 Gr2A chemical ASTM A890 Gr2A ]
 ASTM A890 Gr2A datasheet ASTM A890 Gr2A chemical ASTM A890 Gr2A 



    		


		    
[image: Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex ]
 Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex 



    		


		    
[image: ASTM A800/A800M-20]
 ASTM A800/A800M-20



    		


		    
[image: SIMILAR WROUGHT DDIINNDIN DIN CAST ALLOY CAST specification ]
 SIMILAR WROUGHT DDIINNDIN DIN CAST ALLOY CAST specification 



    		


		    
[image: Stainless Steels - PDF Free Download]
 Stainless Steels - PDF Free Download



    		


		    
[image: QuBS ]
 QuBS 



    		


		    
[image: Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex ]
 Heat Treatment Effects on ASTM A890/A 890M GR 5A Super Duplex 



    		


		    
[image: Study on Step-Annealing Heat Treatment on Properties of Grade 6A ]
 Study on Step-Annealing Heat Treatment on Properties of Grade 6A 



    		


		    
[image: Factors Influencing the Microstructure and Corrosion Resistance of ]
 Factors Influencing the Microstructure and Corrosion Resistance of 



    		


		    
[image: The effect of copper addition on the corrosion resistance of cast ]
 The effect of copper addition on the corrosion resistance of cast 



    		


		    
[image: ASTM A890]
 ASTM A890



    		


		    
[image: ASTM A890 Gr4A datasheet ASTM A890 Gr4A chemical ASTM A890 Gr4A ]
 ASTM A890 Gr4A datasheet ASTM A890 Gr4A chemical ASTM A890 Gr4A 



    








	
	































Politique de confidentialité -Privacy policy






